TIME

S1015 SERIES

?6.35x32mm, RoHS Compliant & Pb-Free

GLASS TUBE FUSE (FAST BLOW)
INTERRUPTING CAPACITY:

10,000 amperes at 125V AC (32mA-10A)

35 amperes at 250V AC (32mA-1A)

100 amperes at 250V AC (1.2A-3.5A)

200 amperes at 250V AC (4A-10A)

100 amperes at 125V AC (1A-30A) PSE (61NM)

500 amperes at 125V AC (1A-15A) PSE (62NM)

100 amperes at 125V AC (16A-30A) PSE (62NM)

100 amperes at 250V AC (1A-30A) PSE (61NM/62NM)

100 amperes at 250V AC (100mA-10A) KC
300 amperes at 32V AC/DC (12A-30A) UR/cUR
TECHNICAL PARAMETERS:

100mA
125mA,
150mA

il s
S SN iE HHE-E E-EEi]

CURRENT

Dimensions

$6.35+0.1
31.8+0.8 |
= $6.85+0.2
I 301 l 3241 I $0.8+0.02, <154
$1.0£0.02, =154

Description
Glass Tube Fuse, Fast-Acting

Security Certificate:
UL(CUL)/UR(CUR)/CSA/PSE/KC

Application:

Electronics, electrical products, circuit protection. For
example televisions, computers, washing machines, air
conditioners and so on.

Standard:UL 248-1 , UL 248-14

Working Temperature:
-55°C~125°C

Storage Temperature:
-55°C~85°C

Resistance Welding of Antipyretic:
260°C,10s Max

Solderability:
245°C+5°C , 5s0.5s



