
 

Features: 

• Low profile  

• High-density mounting adoptable  

• Leaching resistance to heat and humidity  

• High Saturation current  

Applications: 

• Portable communication equipment  

• Notebook computers  

• DC/DC converters, etc  

• Personal Data Assistant (PDA)  

 
 
 
 
 

Model Number Inductance Dimensions 
SMDI 

 
SMDI4030 1uH to 68uH A:4.0 B:3.2 C:4.5 D:1.5 
SMDI 5030 2.2uH to 220uH A:5.2 B:3.2 C:5.8 D:1.7 
SMDI 5040 10uH to 220uH A:5.2 B:4.5 C:5.8 D:1.7 
SMDI 7030 10uH to 330uH A:7.0 B:3.5 C:7.8 D:2.0 
 SMDI 7050 10uH to 470uH A:7.0 B:5.0 C:7.8 D:2.0 
SMDI 1030 10uH to 470uH A:9.0 B:3.2 C:10.0 D:2.5 
SMDI 1040 10uH to 560uH A:9.0 B:4.0 C:10.0 D:2.5 
SMDI 1050 10uH to 820uH A:9.0 B:5.4 C:10.0 D:2.5 
SMDI 1060 10uH to 1200uH A:9.0 B:7.0 C:10.0 D:2.5 

      
SMDIT 

 
SMDIT 6030 10uH to 68uH A:5.6 B:3.2 C:6.20 D:1.7 
SMDIT 7040 10uH to 270uH A:7.0 B:4.5 C:7.80 D:2.0 
SMDIT 1050 10uH to 470uH A:9.0 B:5.0 C:10.0 D:2.5 
SMDIT 1250 10uH to 820uH A:11.6 B:5.4 C:12.5 D:2.5 

          
 


