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NOTES:

1. ELECTRICAL CHARACTERISTICS:
1.1 CONTACT RESISTANCE: 20mQ Max. INITIAL.

1.2 DIELECTRIC WITHSTANDING VOLTAGE: 500V AC(rms)

FOR 1 MINUTE.
1.3 INSULATION RESISTANCE: 1000MQ Min.
2. ENVIRONMENT CHARACTERISTICS:
2.1 OPERATING TEMPERATURE: 0°C~+85°C.
2.2 STORAGE TEMPERATURE: —20°C~+70°C.

2.40

CONTACTS TYPE
VERTICAL TYPE

HOUSING COLOR
BLACK

CONTACT PLATING

] FULL GOLD FLASH

CONNECTOR TYPE
SOCKET

No.OF CONTACTS
1*¥1—1*X

4.30

2.70

GENERAL TOLERANCE ANGLE TOLERANCE PROJECTION @—E— TIMLE FEMALE HEADER PITCH 2.0mm TYPE

RECOMMEND PCB LAYOUT(TOLERANCE=+0.05) « +060 « 5 UNTS mm
X +0.38 X 13 SHEET SIZE A4
XX £0.25 XX 12
2 CONTACT COPPER ALLOY GOLD FLASH DRAWING TYPE CUSTOMER H
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