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2.4 CONTACT RESISTANCE:20mQ Max.
2.5 OPERATING TEMPERATURE:—20°C TO +80°C.

3. PART NUMBER: DS1025-08
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O oo o o0oooooooaoaoan 1. MATERIAL
\i.) \# \# (# \# w w w w kf’ w kf’ \# \# 1.1 INSULATOR:THERMOPLASTIC(UL 94V—0). 1.2
CONTACT MATERIAL: COPPER ALLOY.
2. SPECIFICATION
5 2.0%(N-1)£0.2 . 2.1 CURRENT RATING:1.5 Amp.
2.2 INSULATION RESISTANCE:1000MQ Min.
—' I_M ‘ 2.00£0.05 2.3 DIELECTRIC WITHSTANDING:600VAC. |

2.0*N=4.0£0.2 |

A&B: CUSTOMER LENGTH AVAILABLE
N:NUMBER OF CONTACTS/2
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4. PRODUCT NUMBER CODE:

CONTACTS TYPE
S:SMT TYPE
HOUSING COLOR
B:BLACK

CONTACT PLATING
8: FULL GOLD FLASH

CONNECTOR TYPE
P:PLUG
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X.  +0.60 X. i5 UNITS mm
RECOMMEND PCB LAYOUT(TOI_ERANCE=j:0.05) X :l:0:38 X s SHEET SIZE A4 SERIES |
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2 | CONTACT COPPER ALLOY GOLD FLASH DRAWING TYPE |CUSTOMER BVX22 2 XX
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