
 

   

   

 

Product Specification 

Part # TDA402012LS Picture 

1.1 Rated Voltage DC12V 

1.2 Operating Voltage Range DC9V～DC13.2V 

1.3 Starting Voltage DC9V 

A. Rated Voltage 
1.4 Rated Current 

0.10A±0.02A 

0.10A B.25℃ 

1.5 Lock Rotor Current 0A C.65%RH 

1.6 Rated Power Consumption  1.2W±0.24W   

A. Rated Voltage 

B.25℃,65%RH 1.7 Speed 6200R.P.M. ±10% 

C. Free Air 

A. Air Pressure=0 
1.8 Air Flow 4.1CFM 

B. Rated Voltage 

C. Rated Current 
1.9 Static Pressure 8.5MMH2O 

D. Air Flow=0 

 

1.10 Noise) 34.8dB(A) A. Rated Voltage 



 

B. Measured in 

a Non-Echo Chamber) (18+1dbA) 

C.1M (Distance 1M) 

 

A. Rated Voltage 

1.11 Life Expectancy 

■30000h 

□40000h  

□50000h 
B.30℃ 

1.12 Rotating Direction ■ CCW   □CW 

   

2.Main Materials /Parts Specification ■RoHS □Not RoHS 

■P.B.T flame retardancy 

□P.B.T  FR failed 

□PC FR failed 2.1 Plastic Material/Blade、Housing、 Bobbin） 

■ Black □  White  

□ Transparent 

2.2 Bearing) Sleeve Bearing  

Red(+),Black(-):UL1007\26AWG 
2.3 Lead wire 

  

2.4 CONN. Housing no connector 

          

3.Electrical Specification 

3.1 Insulation Resistance 10MΩ，500VDC/Min(10MΩ/b/w/unshielded wire and frame at 500VDC/min) 



 

3.2 Dielectric Strength 
5MA Max.,500VAC/Min(5MA Max./Measured b/w lead wire(+)and frame at 

500VAC/min) 

    

4. Environmental Specification 

4.1 Operating Temperature Range -10℃---70℃ 

4.2 Storage Temperature Range -40℃---80℃ 

4.3 Operating Humidity Range 35%---80% 

 

5.（Other Features) 

5.1 Auto-start □Yes   ■No 

5.2 Lock Rotor Alarm □Yes   ■No 

5.3 FG □Yes   ■No 

5.4 Thermal Control □Yes   ■No  

5.5 IP Grade 
□Damp proof □Waterproof 

□IP___ 

5.6  PWM Control □Yes   ■No 

5.7 Polarity Protection □Yes  ■No  

 


