DIP1027-AXX

SPECIFICATIONS

Contact Rating §5EeaE

Switching 2R RUET Z5mi, Z4VDC

Non-Switching T3P LHET 100méa, S0VOC

Contact Resistance #8860 \

Imitial 8 S0mi/Max

After Reliability Test Biti5 100mEMWlax P

Insulation Resistance jEkesaiE 100MEMin.at SO0VDC 260°C Max

Dielectnc Sirength FEE SO0VAC Tmin £

Operating Force gz 10000/ Max ,.-“T-—-L,—zdn*chm sec Max
Travel Sanisie 0.5mm 200°C /! \

Mechanical Life &% 5,000 cyclesihin, ) 100°C __f-""'f \

Blectrcal e = 2,000 cycles/Z5mA, 240G 150G~ : \

Diperating Temperature (2 AT~ 10‘5!'53 “,

Storage Temperature fETERA 40T ~+85T 50°C

MATERIALS #MEiREA T -—
Cover B8 Thermoplastic ULS4V-0 rate, Black T80 W@ 120 1o 150s8c) Trn{sec)
Base & Thermoglastic ULBMV-0 rate, Black T2y e

Actuator #H4H Thenmoplastic ULB4V-0 rate, White TIESE @ Redlow soldering heat Tor SMT type [relerence only)
Terminal Contact S Phasphar bronze, Gold Plated SRS

LI B B B e B s B B g B g B

L 1. uh

L]
L]
.-
-
o

[ Llewgpn |

4 Trum

[seremancmey

e
e

|

i Pireen | D Limen |

T8
Lo
7183
1015
127

L -
17.78

K
el ]
o

IES

e |

SOLDERING INFORMATION

Hand Soldering
Redlaw Saldering

Wave Soldering

Soldesing iron 30V or under at 320°C for 3 sec

Keep all switch contacts in their “off” position for all operations.

Reflow zome 280 for 20 seconds, (attached drawing for reference]

Recommended Solder Temperature at 260°C Max. 5 saconds for IC type,




